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24x7 
Answer to

Unforeseen
Short Circuit

Fires

The system is designed for protection of small 
enclosures with greater risk of fire. It operates 
automatically without any power supply by 
detecting higher temperatures. When the 
temperature in the protected enclosure rises to 
a critical threshold, the heat sensitive tube melts 
/ ruptures down at the point where the affecting 
temperature is the highest.

Melting of the tube creates a hole releasing the 
entire extinguishing agent stored in the tube 
directly onto the source of the fire.

Market Browse All Categories
Search Fixed Clean Agent Gas 
Based Cylinderless Fire Suppres-
sion System

Or
Scan QR
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Product Search in GEM

Automatic Cylinderless Fire Detection & 
Suppression Tube System For Electrical 
Panels, Server Racks, Tele-communication 
Cabinets & Engine Fire
0.25m, 0.5m, 1m, 2m, 3m, 4m, 5m & 6m

T-Series
Simple and cost-effective fire suppression! Answer to short 
circuit fire 24x7. Minimum collateral damage.

UPS
SERVER RACKS

ENGINE AREA

ELECTRIC PANELS

Blazecut
Contain the collateral
damage at the initial stage!



System Installed Fire Breakout

Extinguishing Fire Quenched

Fire Detection

TECHNOLOGY

The system consists of a heat sensitive tube made of special plastic which 
is closed by a stainless steel fitting on each end. The tube has both storage 
and detection function which means that the extinguishing agent is stored 
directly in the tube and no additional storage device such as cylinder is 
needed. The tube rupters between 95ºC-120ºC temp.

Simple Installation

Pressure gauge
Heat sensitive BlazeCut Tube

Self contained system

Sealing screw

Stainless steel fittings

No training required

with the extinguishing agent

No Maintenance Required

(Optional - Pressure switch)



FEATURES
Universal use : highly flexible tube having capability to dowse A, B, C and electrical fires

Highly cost-effective : zero maintenance, long working life, automatic detection and suppression

No cylinder for storage of extinguishing agent needed : the whole system can be placed inside the enclosure

Option to connect the pressure switch and other additional components like signaling unit to perform further 
functions

Clean and effective extinguishing agent : worldwide known and accepted HFC gases (HFC-227ea)

No pressurization needed : the system works by increasing of the extinguishing agent when heated

Automatic operation based on increased temperature : ideal for non-occupied spaces or spaces out of sight

Fully independent : system is operational 24/7 without any power supply

No maintenance during entire working life = zero maintenance costs

Shelf life upto 5 years

No harm to protected enclosure and people when discharged

Very simple installation : no training required for installation

Minimum operating temperature range : -40ºC to 90ºC

Pressure guage to monitor the pressure at any time

Electrically non-conductive and non-corrosive, leaves no residue.



DEPLOYMENT 
PHOTOGRAPHS

ELECTRIC PANELS  at ICF & JSW



SERVER RACKS at Times of India & ISRO Data Center

HEMM at SCCL and VEHICLES



SUBSTATION  KIOSKS at Delhi Transco



OPTIONAL COMPONENTS

EXTINGUISHING AGENT  (UL Recognised & FM AppRoved)

FIRE CLASS RATING

CLASS A:
ordinary

combustibles
(creating flames)

CLASS B:
flammable 

liquids

CLASS C:
burning 
gases

LIVE 
ELECTRICAL
EQUIPMENT

T-Series system uses HFC-227ea extinguishing agents. The extinguishing agent is known and accepted 
worldwide and are used for volume fire suppression. They are highly effective, zero ozone depletion potential 
and safe for people and electronic components. It is the agent of choice for protection of enclosure where any 
residue would not cause harm to the protected sensitive devices.

PRESSURE SWITCH BC001

ALARM PANEL

SIGNALING UNIT ASU001

The integrated pressure switch monitors 
the pressure and sends a signal in case the 
pressure drops under a pre-set value or the 
system discharges in the event of a fire.

Compact Audio-optical dash mounted alarm 
panel for applications in vehicles, machines 
or boats. Features “OK”, “FAULT”, “FIRE” LED, 
85dB fire alarm buzzer, 9-36v operations, 
IP65, Ø50mm

Simple and cost effective audio and/or visual 
signaling device for indoor and outdoor 
applications. Large range of options available 
to suit your needs.
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CLIENTS
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T025E HFC-227ea 50 ±2 28

19

0.09 0.07

T050E HFC-227ea 100 ±2 53 0.18 0.14

T100E HFC-227ea 250 ±5 113 0.46 0.35

T200E HFC-227ea 500 ±5 215 0.91 0.69

T300E HFC-227ea 750 ±10 319 1.37 1.04

T400E HFC-227ea 1000 ±10 422 1.82 1.39

T500E HFC-227ea 1250 ±10 526 2.28 1.73

T600E HFC-227ea 1500 ±10 630 2.73 2.08

SIZING & COVERAGE AREA

SCAN FOR 
THE DEMO 

VIDEO 


